
Avantages
• L'installation en une étape garantit que 

le moule est mis en production le plus 
rapidement possible

• Maintenance facile et économies de temps 
et d'argent grâce au retrait en une étape du 
moule

• Technologie à l'épreuve des fuites UltraSeal®

• Garantie de trois ans contre les fuites

Caractéristiques
• Choix d'actionnement par robinet-vanne 

hydraulique ou pneumatique ou une variété 
de buses d'entrée d'injection thermique

• Conduites électriques, d'eau et hydrauliques/
d'air montées sur un boîtier rigide 
personnalisé correspondant à la disposition 
du moule

• Les buses s'alignent automatiquement avec 
les entrées d'injection pendant l’installation 
sans la nécessité de préchauffer le système, 
réduisant ainsi la possibilité d'endommager 
les buses

• Rendement éprouvé avec les buses 
standards de Husky

Économisez jusqu'à 70 % en temps 
d'installation par rapport aux autres 
systèmes préassemblés
Le nouveau système de collecteur UNIFY™ 
de Husky offre une installation simple en une 
étape du collecteur de canaux chauds dans 
un moule sans la nécessité de préchauffer le 
système, offrant ainsi aux clients un système 
qui peut économiser jusqu'à 70 % en temps 
d'installation.

Entièrement personnalisables en fonction des 
besoins du moule, les systèmes de collecteur 
UNIFY™ sont précâblés et préassemblés chez 
Husky avant d'être expédiés, garantissant une 
installation rapide dans le moule. Lorsque 
le système UNIFY™ arrive, vous n'avez qu'à 
le déballer, le déposer dans le moule et le 
connecter aux services. Les connecteurs d'eau, 
d'huile/d'air et d'électricité choisis sont tous sur 
des plaques de montage aux indications claires 
qui sont faciles d'accès. Tous les fils et câbles 
de service sont attachés à un boîtier rigide 
personnalisé correspondant à la disposition 
du moule, simplifiant encore davantage 
l'installation dans le moule.

Technologie contre les fuites UltraSeal®
La conception UltraSeal® permet aux buses 
de glisser relativement au collecteur en cours 
d'installation, s’alignant avec les entrées 
d'injection tout en offrant le rendement 
contre les fuites d'une buse vissée. Cela 
élimine l'exigence en matière de temps et les 
préoccupations liées à la sécurité des systèmes 
qui doivent être préchauffés qui utilisent des 
buses vissées.

La technologie UltraSeal® empêche les fuites 
au démarrage, et ce, même si les canaux 
chauds ne se trouvent pas dans leur fenêtre de 
fonctionnement. Elle offre aussi une garantie 
de trois ans contre les fuites. La conception 
UltraSeal® garde les buses alignées avec les 
entrées d'injection des moules quand elles sont 
froides, à la température de fonctionnement et 
à n'importe quelle température entre les deux. 
• Les buses sont préchargées dans le 

collecteur pour un fonctionnement à 
l'épreuve des fuites quand elles sont froides.

Système de collecteur préssemblé UNIFY™
De la boîte au moule et mise en production rapide



• Le fonctionnement à l'épreuve des fuites 
couvre une grande fenêtre de traitement 
(juqu'à +/- 100 °C)

• L'ensemble de ressorts UltraSeal® empêche 
que les buses et les plaques soient 
endommagées en cas de surchauffe.

Installation facile

Les buses UNIFY™ sont préalignées avec le moule 
aux fins d'installation en une étape. Les buses 
sont positionnées afin de pouvoir être logées 
dans le moule, simplifiant l'installation. De plus, il 
n'est pas nécessaire de faire chauffer le système 
pendant d’assemblage. Toutes ces caractéristiques 
simplifient et réduisent le temps d'installation 
et les risques subies par les pointes pendant 
l’installation.

Adapté aux moules
Le cadre rigide personnalisé UNIFY fait en sorte 
que le système puisse être manipulé facilement 
pendant l’installation et la maintenance. 
La conception, elle aussi, est flexible : elle 
correspond à la disposition du moule, réduisant 
les découpes autour du collecteur.

Le trou de buse UNIFY™ est extrêmement 
compact tout en maintenant la même taille de 
canal de matières fondues. Cette fonctionnalité 
est cruciale pour maintenir l'acier dans les 
moules et pour garder les conduites de 
refroidissement près de l'entrée d'injection.

Maintenance facile
Vous pouvez retirer l'actionneur en trois étapes 
faciles :
1. Ouvrez la broche avec le tournevis

2. Retirez les quatre vis

3. Retirez l'actionneur du moule à la main, ce 
qui permet d'accéder complètement à la tige 
sans que le système doive être désinstallé 
des plaques et du moule.
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© 2020 Husky Injection Molding Systems Ltd. Tous droits réservés.  
 
Avis de non-responsabilité : Les renseignements dans ce circulaire sont fournis 
« tels quels » et aucune garantie n'est donnée ou aucune responsabilité de 
quelque type que ce soit n'est assumée quant à la qualité de ces renseignements, 
y compris, sans s’y limiter, l'aptitude à l'usage, l'absence de contrefaçon, les droits 
de tierce partie, l'exactitude, l'intégralité et la correction. Sauf tel qu'indiqué 
dans la garantie écrite de Husky, Husky n'offre aucune garantie supplémentaire, 
qu'elle soit expresse, impliquée ou réglementaire. Certaines conditions peuvent 
s'appliquer. Pour en savoir plus, demandez une copie de la garantie écrite de 
Husky, ainsi que les conditions générales.

L'accès aux buses et aux câbles est simple. 
Les chemins de câbles sont couverts par des 
pinces qui se retirent facilement à la main; 
aucun outil requis.

Retrait et installation rapides et faciles des 
composants de l'actionneur.

Les raccordements pour l'huile et l'eau ont 
des fils différents pour éviter une mauvaise 
correspondance pendant la maintenance.

Boîtier rigide personnalisé
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• Leak-proof operation covering a wide 
processing window (up to +/- 100°C)

• UltraSeal® spring pack provides  
protection against nozzle and plate  
damage if an overheat occurs

Easy  to Install
UNIFY™ nozzles come pre-aligned with
the mold allowing one-step installation.
Nozzles are positioned to fit the mold seat,
simplifying installation. There is also no
need to heat the system during assembly.
All of these features simplify and reduce
installation time and reduce the risk to the
tips during installation.

Easy to Maintain
The actuator can be removed in three 
easy steps: 
   1.  Open the pin with the screwdriver 
   2.  Remove four screws
   3.  Lift the actuator out of the mold by 
        hand providing full access to the stem 
        without uninstalling the system from 
        the plates and mold

Mold Friendly
UNIFY’s customized rigid frame allows 
for simple handling of the system 
during installation and maintenance. 
The design is also flexible as it matches 
the mold layout reducing cutouts 
around the manifold. 

The UNIFY™ nozzle bore is extremely 
compact while maintaining the same 
melt channel size. This functionality is
critical to maintain steel in the molds and
to keep cooling lines close to the gate. 

Oil and water fittings have different threads to 
avoid mismatch during maintenance

Access to hoses and wires is simple. Wire channels  
are covered by easy clips removable by hand,  
no tools required 

Quick, simple removal and installation of actuator 
components

Customized rigid frame

Disclaimer: Information	is	made	available	in	this	flyer	"as	is"	and	no	warranties	
are	given	or	liabilities	of	any	kind	are	assumed	with	respect	to	the	quality	of	
such	Information,	including,	but	not	limited,	to	its	fitness	for	a	purpose,	non-
infringement	of	third	party	rights,	accuracy,	completeness	or	its	correctness.	
Except	as	set	forth	in	Husky’s	written	warranty,	Husky	makes	no	additional	 
warranties,	whether	express,	implied	or	statutory.	Certain	conditions	may	
apply.	For	more	details	please	request	a	copy	of	Husky’s	written	warranty	and	
Standard	Terms	and	Conditions.Please	recycle.	15-040	August		2015
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• Leak-proof operation covering a wide 
processing window (up to +/- 100°C)

• UltraSeal® spring pack provides  
protection against nozzle and plate  
damage if an overheat occurs

Easy  to Install
UNIFY™ nozzles come pre-aligned with
the mold allowing one-step installation.
Nozzles are positioned to fit the mold seat,
simplifying installation. There is also no
need to heat the system during assembly.
All of these features simplify and reduce
installation time and reduce the risk to the
tips during installation.

Easy to Maintain
The actuator can be removed in three 
easy steps: 
   1.  Open the pin with the screwdriver 
   2.  Remove four screws
   3.  Lift the actuator out of the mold by 
        hand providing full access to the stem 
        without uninstalling the system from 
        the plates and mold

Mold Friendly
UNIFY’s customized rigid frame allows 
for simple handling of the system 
during installation and maintenance. 
The design is also flexible as it matches 
the mold layout reducing cutouts 
around the manifold. 

The UNIFY™ nozzle bore is extremely 
compact while maintaining the same 
melt channel size. This functionality is
critical to maintain steel in the molds and
to keep cooling lines close to the gate. 

Oil and water fittings have different threads to 
avoid mismatch during maintenance

Access to hoses and wires is simple. Wire channels  
are covered by easy clips removable by hand,  
no tools required 

Quick, simple removal and installation of actuator 
components

Customized rigid frame

Disclaimer: Information	is	made	available	in	this	flyer	"as	is"	and	no	warranties	
are	given	or	liabilities	of	any	kind	are	assumed	with	respect	to	the	quality	of	
such	Information,	including,	but	not	limited,	to	its	fitness	for	a	purpose,	non-
infringement	of	third	party	rights,	accuracy,	completeness	or	its	correctness.	
Except	as	set	forth	in	Husky’s	written	warranty,	Husky	makes	no	additional	 
warranties,	whether	express,	implied	or	statutory.	Certain	conditions	may	
apply.	For	more	details	please	request	a	copy	of	Husky’s	written	warranty	and	
Standard	Terms	and	Conditions.Please	recycle.	15-040	August		2015
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• Leak-proof operation covering a wide 
processing window (up to +/- 100°C)

• UltraSeal® spring pack provides  
protection against nozzle and plate  
damage if an overheat occurs

Easy  to Install
UNIFY™ nozzles come pre-aligned with
the mold allowing one-step installation.
Nozzles are positioned to fit the mold seat,
simplifying installation. There is also no
need to heat the system during assembly.
All of these features simplify and reduce
installation time and reduce the risk to the
tips during installation.

Easy to Maintain
The actuator can be removed in three 
easy steps: 
   1.  Open the pin with the screwdriver 
   2.  Remove four screws
   3.  Lift the actuator out of the mold by 
        hand providing full access to the stem 
        without uninstalling the system from 
        the plates and mold

Mold Friendly
UNIFY’s customized rigid frame allows 
for simple handling of the system 
during installation and maintenance. 
The design is also flexible as it matches 
the mold layout reducing cutouts 
around the manifold. 

The UNIFY™ nozzle bore is extremely 
compact while maintaining the same 
melt channel size. This functionality is
critical to maintain steel in the molds and
to keep cooling lines close to the gate. 

Oil and water fittings have different threads to 
avoid mismatch during maintenance

Access to hoses and wires is simple. Wire channels  
are covered by easy clips removable by hand,  
no tools required 

Quick, simple removal and installation of actuator 
components

Customized rigid frame

Disclaimer: Information	is	made	available	in	this	flyer	"as	is"	and	no	warranties	
are	given	or	liabilities	of	any	kind	are	assumed	with	respect	to	the	quality	of	
such	Information,	including,	but	not	limited,	to	its	fitness	for	a	purpose,	non-
infringement	of	third	party	rights,	accuracy,	completeness	or	its	correctness.	
Except	as	set	forth	in	Husky’s	written	warranty,	Husky	makes	no	additional	 
warranties,	whether	express,	implied	or	statutory.	Certain	conditions	may	
apply.	For	more	details	please	request	a	copy	of	Husky’s	written	warranty	and	
Standard	Terms	and	Conditions.
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• Leak-proof operation covering a wide 
processing window (up to +/- 100°C)

• UltraSeal® spring pack provides  
protection against nozzle and plate  
damage if an overheat occurs

Easy  to Install
UNIFY™ nozzles come pre-aligned with
the mold allowing one-step installation.
Nozzles are positioned to fit the mold seat,
simplifying installation. There is also no
need to heat the system during assembly.
All of these features simplify and reduce
installation time and reduce the risk to the
tips during installation.

Easy to Maintain
The actuator can be removed in three 
easy steps: 
   1.  Open the pin with the screwdriver 
   2.  Remove four screws
   3.  Lift the actuator out of the mold by 
        hand providing full access to the stem 
        without uninstalling the system from 
        the plates and mold

Mold Friendly
UNIFY’s customized rigid frame allows 
for simple handling of the system 
during installation and maintenance. 
The design is also flexible as it matches 
the mold layout reducing cutouts 
around the manifold. 

The UNIFY™ nozzle bore is extremely 
compact while maintaining the same 
melt channel size. This functionality is
critical to maintain steel in the molds and
to keep cooling lines close to the gate. 

Oil and water fittings have different threads to 
avoid mismatch during maintenance

Access to hoses and wires is simple. Wire channels  
are covered by easy clips removable by hand,  
no tools required 

Quick, simple removal and installation of actuator 
components

Customized rigid frame

Disclaimer: Information	is	made	available	in	this	flyer	"as	is"	and	no	warranties	
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• Leak-proof operation covering a wide 
processing window (up to +/- 100°C)

• UltraSeal® spring pack provides  
protection against nozzle and plate  
damage if an overheat occurs

Easy  to Install
UNIFY™ nozzles come pre-aligned with
the mold allowing one-step installation.
Nozzles are positioned to fit the mold seat,
simplifying installation. There is also no
need to heat the system during assembly.
All of these features simplify and reduce
installation time and reduce the risk to the
tips during installation.

Easy to Maintain
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easy steps: 
   1.  Open the pin with the screwdriver 
   2.  Remove four screws
   3.  Lift the actuator out of the mold by 
        hand providing full access to the stem 
        without uninstalling the system from 
        the plates and mold

Mold Friendly
UNIFY’s customized rigid frame allows 
for simple handling of the system 
during installation and maintenance. 
The design is also flexible as it matches 
the mold layout reducing cutouts 
around the manifold. 

The UNIFY™ nozzle bore is extremely 
compact while maintaining the same 
melt channel size. This functionality is
critical to maintain steel in the molds and
to keep cooling lines close to the gate. 

Oil and water fittings have different threads to 
avoid mismatch during maintenance

Access to hoses and wires is simple. Wire channels  
are covered by easy clips removable by hand,  
no tools required 

Quick, simple removal and installation of actuator 
components
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Disclaimer: Information	is	made	available	in	this	flyer	"as	is"	and	no	warranties	
are	given	or	liabilities	of	any	kind	are	assumed	with	respect	to	the	quality	of	
such	Information,	including,	but	not	limited,	to	its	fitness	for	a	purpose,	non-
infringement	of	third	party	rights,	accuracy,	completeness	or	its	correctness.	
Except	as	set	forth	in	Husky’s	written	warranty,	Husky	makes	no	additional	 
warranties,	whether	express,	implied	or	statutory.	Certain	conditions	may	
apply.	For	more	details	please	request	a	copy	of	Husky’s	written	warranty	and	
Standard	Terms	and	Conditions.


